
* LENGTHS AND CONFIGURATION ACCORDING TO SPECIFIC REQUIREMENTS

TECHNICAL INFORMATION

Hasta 2,8m

Según requerimiento

-20°C a 70°C

Pintura electroestática

Perno de  Anclaje de 1/2” x 4 1/4”
(4 unidades por base)

Acero ASTM A36 / NR Rubber

Altura efectiva de 
protección

Largo

Rango de t°

Terminación 
Superficial

Tipo de Anclaje

Materialidad

TUNNEL GUARDRAIL
SPE CIALLY DESIG NED TO PROTE CT PE DEST RIANS FROM HEAVY 
OBJECTS THAT MAY FALL DUE TO BEI NG STACKED AT A HEIG HT, 
GE NERATING EFFE CTIVE  PROTE CTION AGAINST HIGHER 
INCIDENCE HAZARD S,  AS WELL AS PROTE CTION OF FORKLIF T 
TRAFFI C THAT COULD  IMPACT PE DEST RIANS ON TRAFFI C 
LANES.  DEPE NDING ON THE REQ UIREMENTS,  IT CAN BE  
ANCHORED TO A SI DE WALL OR SE LF-SUPPORTING,  GE NERAT-
ING A PROTE CTION TUNNEL.
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DIMENSIONS (mm)

BASE 220

15

FORKLIFT

ROTATION
FUNCTIONALITY TO REDIRECT
THE FORKLIFT FORWARD
DIRECTION

4,0Ton 5,3 Mph

X

IMPACT OVER  THE RUBBER PROTECTED BASE

IMPACT ABSORPTION
ENERGY ABSORPTION THANKS TO 
THE MATERIAL’S ACTIVE MEMO RY

TECHNICAL INFORMATION

Up to 280cm

According to Requirement

-20°C a 70°C

Yellow Electrostatic Paint 

1/2" x 4 1/4"  Anchor Bolt
(4 units per base)

ASTM A36 Steel / NR Rubber

Efective Protection 
Height

Lenght

T° Range

Surface Finish

Anchor Type

Materiality

ANCHOR FIXING
1/2 X 4” 1/4
EXPANSION BOLT

BASE

ANCHOR

GROUND
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I N D U S T R I A L PROT EC T I O N S

minimum
4 anchors per base

X4


